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DTTS 

General description 

DTTS allows to descale at warm the surface treatment equipments such as tunnel, washing 
machines, resistances and spray systems with ramps equipped with nozzles. 
 

It allows a rapid dissolution of the encrustations typical of the surface treatment equipments, 
without alterate the stainless steels and the plastic components. 

Application 

DTTS is used in solution from 5 to 10 % of the volume of the surface treatment bath, at a 
temperature between 30°C and 60°C. 
 

It can be used in surface treatment baths containing acid products such as PHOSTRI TTS 3, PHOSTRI 
TTS 4, PHOSTRI SR HP or into the rinse baths. 
 

The contact time of the product in the equipment to be descaled must be between 6 and 8 hours. 
 

DESCALING PROCEDURE OF SURFACE TREATMENT TUNNEL: 
 

1° STEP: DEGREASING - PHOSPHATING 
 

1. add 10 % of the volume of the DTTS bath; 

2. remove the nozzles from the top of the spray ramps: about 30 % of the total of nozzles; 

3. maximize the spray pressure. 

 

2° STEP: RINSE 
 

1. add the 5% of the volume of the DTTS bath; 

2. remove the nozzles from the top of the spray ramps: about 30 % of the total of nozzles; 

3. maximize the spray pressure; 

4. before starting the tunnel, spray pure DTTS on all interior walls and let it work for 15 minutes; 

5. Start the equipment for 6/8 hours at 60°C; 

Technical features 

ASPECT ................................................................... colorless liquid 
REACTION ............................................................... strongly acid 
SOLUBILITY in water ............................................... total 
SPECIFIC WEIGHT ................................................... 1,24 ± 0,05 kg/lt 
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Packagings 

DTTS is available in homologated polyethylene high-density 23 kg and 220 kg drums and in homo-
logated 1.100 kg industrial bulk containers (I.B.C.). 

Warning 

Materials 

DTTS is compatible with the following materials: 
 stainless steels, AISI 304L, AISI 316 e AISI 316L; 
 elastomers: Viton®, EPDM; 
 plastic materials: PP, PEHD, PVDF. 
 matériaux composites. 

Limitations 

As DTTS is strongly acid, is not compatible with carbon steels, galvanized, electrogalvanized steels 
and polyamides. 

6. switch off the equipment, remove all nozzles and dip them into pure DTTS; 

7. wash all internal walls of the tunnel using a high-pressure pump; 

8. switch on the equipment and neutralize the bath with the product NEUTRAL-XH in order to 

obtain a pH between 6 and 7; 

9. empty all tanks and clean the nozzles; 

10. clean the interior of the tank using a a high-pressure pump; 

11. clean the spray nozzles and fix them on the ramps properly oriented; 

12. fill the tanks with tap water and switch on the equipment without heating for 30 minutes; 

13. empty all tanks; 

14. fill the tanks with water, add the products for the surface treatment and restart the 

equipment. 

Read the MSDS carefully before using the product. 
 

Our technical service department is at your complete disposal for any further information you may 
need. 
 

We are not responsible in case of failure to comply with our recommendations. 
 

The information represents our current knowledge on the subject. Since we cannot anticipate all 
variations in actual end-use conditions, we make no warranties and assume no liability in connection 
with any use of this information. This information may be subject to revision as new knowledge/
experience becomes available. 


