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PASS NC 2 

General description 

PASS NC 2 is a product based on zirconium salts, free of chrome, nikel manganese and zinc 

developed for the passivation following amorfous phosphating. 
 

It allows to increase the corrosion resistance of the phosphated items: the formation of zirconium 

oxide creates under the coating film a very thin protective layer against corrosion. 

Technical features 

ASPECT................................................................................ clear liquid 

SPECIFIC WEIGHT at 20°C ................................................... 1,00 - 1,02 kg/lt 

pH ....................................................................................... 1,10 ± 1,20 

Application 

Application Temperature pH Contact time Pressure 

Spray with final 

rinse 
20°C - 30°C max 4,5 - 5 30 - 50 sec. max. 0,5 - 1 bar 

Dip without final 

rinse 
20°C - 30°C max 5 - 5,5 30 - 50 sec. max. - 

Spray without 

final rinse 
20°C - 30°C max. 5 - 5,5 30 - 50 sec. max. 0,5 - 1 bar 

Dip with final 

rinse 
20°C - 30°C max 4,4 - 5 30 - 50 sec. max. - 

PASS NC 2 must be diluted exclusively with D.I. water in order to avoid precipitations risk. 

To ensure the best results, the rinse water conductivity following phospating process must be lower 

than 30 µS/cm. After the application of PASS NC 2, parts treated must be rinsed with D.I. water with 

conductivity lower than 30 µS/cm. 

Materials 

PASS NC 2 must be used in stainless steel tank AISI 304L, AISI 316 e AISI 316L; 

PASS NC 2 is compatible with the following materials: Viton®, EPDM, PP, PEHD e PVDF. 
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Packaging 

PASS NC 2 is available in homologated polyethylene high-density 23 kg, 220 kg drums and in homo-

logated 1.100 kg industrial bulk containers (I.B.C.). 

Warning 

Read carefully MSDS before using the product. 

 

Our technical service is at your complete disposal for any further information you may need. 

 

We are not responsible in case of failure to comply with our recommendations. 

 

The information corresponds to our current knowledge on the subject. Since we cannot anticipate all 

variations in actual end-use conditions, we make no warranties and assume no liability in connection 

with any use of this information. These information may be subject to revision as new knowledge/

experience becomes available. 


