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PHOSTRI SR HP 

General description 

PHOSTRI SR HP is a product with the following features: 

- it is developped to realize the amorphous phosphate of ferrous metals and not only, in the high 

pressure washing; 

- specially developed to work at closed-loop bringing the following advantages: 

- low product consumption; 

- depuration of the treatment bath through microfiltration and oil separator; 

- Coagulation and flocculation of the treatment bath in order to remove residual of oil and other 

impurities; 

- effective at variable temperatures between 40° and 100°C; 

- it leaves no salts traces on the items after the treatment; 

- it does not require any rinse after treatment (depending on the process specifics); 

- increases corrosion resistance and helps the paint adhesion. The treated pieces can be stored 

outside for several days, without become oxidized; 

- is suitable also for other materiales such as: aluminum, galvanized and electro-galvanized steel, 

stainless steels or assembled object made of these different metals. On the mentioned materials 

the product guarantees a good surface preparation before painting. 

Application 

PHOSTRI SR HP must be used in synergy with an degreasing additive DNAD PT or DNAD PT 2 with a 

dose between 40 and 70 % of the volume of PHOSTRI SR HP. 

ASPECT ................................................................... colorless liquid 

REACTION ............................................................... slightly acid 

SOLUBILITY ............................................................. total in water and alcohol 

SPECIFIC WEIGHT ................................................... 1,06 ± 0,05 kg/lt 

Application Concentration Temperature Contact time Pressure 

High pressure 0,6 - 1,5 % 40 - 100°C 1 - 3 minutes 50 - 120 bar 

Limitation 

PHOSTRI SR HP has been developed to work without need to rinse the items. However, according to 

the requirement of the process specifics and in order to improve corrosio resistance and paint adhe-

sion, could be necessary to carry out a final rinse. In this case it's preferable to use D.I. water. 

Technical feature 
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Packing 

PHOSTRI SR HP is supplied in homologated polyethylene high density 23 kg or 220 kg drums and in 

homologated 1.100 kg bulk container. 

Warning 

Before using, please read carefully MSDS. 

 

Our technical department is at your disposal for any further information. 

 

We are not responsible in case of failure to comply with our recommendations. 

 

The information corresponds to our current knowledge on the subject. Since we cannot anticipate all 

variations in actual end-use conditions, we make no warranties and assume no liability in connection 

with any use of this information. These information may be subject to revision as new knowledge/

experience becomes available. 

Materials 

PHOSTRI SR HP is compatible with the following materials: 

- stainless steels, AISI 304L, AISI 316 and AISI 316L; 

- elastomers: Viton®, EPDM; 

- plastic materials: PP, PEHD, PVDF. 


