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SACHE 30 

General description 

SACHE 30 is a water-based product specifically developed for manual cleaning with rags or paper, of 
metals (iron, cast iron, aluminum, etc.), previously painted or not, glass, ceramic, etc.  
SACHE 30 has been developed to replace degreasing solvents and thinners. 
 
SACHE 30, due to its low surface tension, works removing oily contaminants, through the 
mechanical action carried out with rags or paper on the item.  
SACHE 30 contains special corrosion inhibitors that prevents the oxidation for several hours after 
cleaning. 
 
SACHE 30 is not flammable and it is classified as combustible liquid. The result of the complete 
combustion of the SACHE 30 is composed of carbon dioxide and water. 
 
SACHE 30 is is very effective against different kinds of oils and has a limited presence of V.O.C. 
(volatile organic compound).  
 
Moreover, SACHE 30 has a high evaporation rate (compared to water-based products).  
 
SACHE 30 is a no-rinse product. 

Technical features 

Physical state: monophasic liquid; 

Aspect: transparent blue; 

Odour: slight, characteristic; 

Specific weight: 0.99 ± 0.05 kg/lt at 20° C; 

pH: 7.5; 

Flash point: 67° C (method ASTM D 93); 

Stability: stable under normal storage conditions; 

Water: 77 % 

Volatile organic compounds: 23 %; 

Storage: the product, stored at temperatures between 5 and 4C, in its ori-
ginal packaging, perfectly sealed, is guaranteed for one year  
since date of delivery. 
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Apply on the surface a thin film of product with a rag or a spray dispenser suitable for SACHE 30. 
Then use a rag or paper to clean the parts. 

Application 

Packing 

SACHE 30 is supplied in homologated polyethylene high density 30 lt or 200 lt drums, in box with 16 
spray bottles (750 ml each) with suitable spray dispenser or in homologated 1.000 lt industrial bulk 
container. 

Warning 

Read carefully MSDS before using the product. 
 
Our technical service is at your complete disposal for any further information you may need. 
 
We are not responsible in case of failure to comply with our recommendations. 
 
The information corresponds to our current knowledge on the subject. Since we cannot anticipate all 
variations in actual end-use conditions, we make no warranties and assume no liability in connection 
with any use of this information. These information may be subject to revision as new knowledge/
experience becomes available. 


