
 1 

CHEMTEC S.r.l. 
 

SEDE LEGALE: Via G. Boccacio 29, 20123 Milano, Italia 
UFFICI E LABORATORIO: Via G. Puccini 7, 20010 Ossona (MI) Italia 

T: +39(0)292867461—F: +39(0)287366254—info@chemtec.it—www.chemtec.it—P.IVA 07131480969 

Technical Data Sheet 

Data creazione documento: 27-05-2013 

SACHE B-118 

General description 

SACHE B-118 is a water-based product, specifically designed to clean and degrease metals surfaces, 

without create any sludge or product to be disposed. Developed to replace traditional solvent-besed 

products, water-based cleaning products containing tensioactives or cleaners that require rinsing, 

generating water consumption and consequent disposal, it is used in many industrial applications to 

clean iron, cast iron, galvanized sheet and after preliminary tests, even aluminium. Due to its 

features, SACHE B-118 fits perfectly to high pressure application. 
 

Due to its low surface tension, SACHE B-118 removes oily contaminants from the items. 

Extremely flexible, in the concentrations of use it does not contain any hazardous components 

exceeding 0.1 % and therefore it does not require any analytical controls. 
 

Almost odourless, it does not leave any dried residue on the items, does not contain traditional 

cleaners or tensioactives and therefore it does not requires any rinsing phase. 
 

Properly used, SACHE B-118 has a long life and if the equipment is provided with oil separators for 

mineral or vegetable oils, together with a suitable microfiltration system for the emulsifiable oils, 

the product remains almost unchanged. Therefore will only be necessary to top up the product 

level, decreased due to the consumption. 
 

SACHE B-118 does not contain chrome, metals, carcinogenic, mutagenic or teratogenic substances,  

cyanide compounds and it is free of CFCs (Chlorofluorocarbons), HCFCs (hydrochlorofluorocarbons), 

substances with depressive power for the stratospheric ozone layer and halogenated or aromatic 

hydrocarbons. 
 

SACHE B-118 doesn't produce water pollution: as the system does not require any final rinse, it does 

not produce any water discharges. 
 

Moreover SACHE B-118 does not produce any reaction sludges: does not occur any solid waste 

disposal, exception made for those covering the items (for example metal filings, powders etc.). By 

using oil separators it is possible to extend the product life, minimizing disposal operations of 

exhausted product. SACHE B-118 does not involve any risk in the workplace. However it is 

recommended to work in a well-ventilated place and with properly designed and built equipments. 

Aspect: colorless transparent monophasic liquid  

Specific weight: 1.00 ± 0.05 kg/lt at 20° C; 

pH: around 11; 

Solubility in water: completely soluble; 

Technical features 
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SACHE B-118 is easy to use. 
 

• Product Preparation: SACHE B-118 is provided in a concentrated solution that must be mixed 

with D.I. water. 
 

• Dilution ratio: 

 - SACHE B-118: 2 - 3 % 

 - DISTILLED WATER: 98 % – 97 % 
 

• Application: the solution can be used with every high-pressure cleaners or washing equipment. 
 

• Features: it is not necessary to rinse the items after treatment, limiting therefore water 

consumption and its discharge. 
 

• Running temperature: 80° - 98° C. The temperature changes according to the contaminants 

covering the items and to the equipment features. 
 

• Pressure: HIGH. It is recommended to carry out preliminary tests directly on the items to be 

treated in order to find out the pressure value, ensuring the product the required mechanical 

action, within the established time. 
 

• Coverage: high, approximately 10 - 15 lt/minute. However the coverage depends on the high-

pressure cleaner used e in general on the running conditions. 
 

• Process times: changeable, according to the equipment features, the working temperature and 

the pressure. Ensure that the items have enough treatment and draining time. It is 

recommended to carry out preliminary tests directly on the items in order to find out the correct 

application parameters which will ensure the highest cleaning level. 
 

• Recovery: conveying the liquid recovered after the treatment and using an oil separator fot the 

non-water soluble oils is possible to reuse the product for further operations. Therefore will only 

be necessary to top up the product level, decreased due to the consumption. 

Application 

Limitation 

SACHE B-118 does not develop any action on calamine and rust: the product acts exclusively 

against oils and greases and therefore, it can not be used as paint stripper, nor rust converter. 
 

SACHE B-118 is not a product for metals phosphating: it is rather a product for degreasing and 

simple cleaning. It does not operate any surface conversion, it leaves any kind of deposit and it does 

not increase the corrosion resistance of the coating cycles. The cleaned items, may possibly be 

subjected to phosphating treatments. 
 

Nature of the contaminants: SACHE B-118 can not be used on surfaces contaminated by silicone, 

stearates, waxes and greases with a high softening point. 
 

Metals: SACHE B-118 can be used on every metal surfaces. As SACHE B-118 is slightly alkaline, it can 

blacken aluminum surfaces. It is therefore recommended to use SACHE B-118 on aluminum only 

after specific approval tests. 
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Packaging 

Warning 

SACHE B-118 is available in homologated polyethylene high-density 25 kg and 200 kg drums and in 

homologated 1.000 kg industrial bulk containers (I.B.C.). 

Read the MSDS carefully before using the product. 
 

Our technical service department is at your complete disposal for any further information you may 

need. 
 

We are not responsible in case of failure to comply with our recommendations. 
 

The information represents our current knowledge on the subject. Since we cannot anticipate all 

variations in actual end-use conditions, we make no warranties and assume no liability in connection 

with any use of this information. This information may be subject to revision as new knowledge/

experience becomes available. 


