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SACHE C/1401 

General description 

SACHE C/1401 is a very effective descaling cleaner, specially developed to clean high contaminated 

surfaces. 

SACHE C/1401 is a multi-purpose cleaner that contains a mixture of tensioactives very effective  

even at room temperature. 

 

SACHE C/1401 is a product with the following features: 

− it emulsifies or saponifies animal, vegetable, petroliferous greases, cutting oils, soluble oils and 

waxy substances with a high softening point; 
 

− it allows to remove through dissolution workshop powder and metal microparticulate from metal 

items; 
 

− it is specially suitable  to clean strongly fat and encrusted floors; 

 

− it contains a corrosion inhibitor that prevents the reoxidation of steel items after degreasing. 

Technical features 

ASPECT .................................................................... clear, colourless liquid 

SPECIFIC WEIGHT at 20°C ........................................ around 1,11 kg/lt 

pH  ........................................................................... 13,1 

TENSIOACTIVES ....................................................... anionics and non-ionics 

Application 

As SACHE C/1401 is concentrated, it has multiple use according to the applications. 

Application Concentration Temperature Contact time Pressure 

Dipping 

Spraying 

High pressure 

Ultrasounds 

5 - 10 % 

10 - 20 % 

2 - 5 % 

1 - 3 % 

20 - 55°C 

20 - 30°C 

Room 

40 - 50°C  

5 - 10 minutes 

2 - 10 minutes 

2 - 5 minutes 

2 - 5minutes 

- 

1 - 3 bar 

Rinse HP 

- 

All items treated with SACHE C/1401 must be rinsed with plenty of water and then dried. The rinse 

can be done with cold or warm water. In order to avoid traces on the treated parts after the drying 

phase, it is recommended to use D.I. water. 
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Materials 

Packing 

SACHE C/1401 is supplied in homologated polyethylene high density 23 kg or 200 kg drums and in 

homologated 1.000 kg industrial bulk container. 

Warning 

Read carefully MSDS before using the product. 

 

Our technical service is at your complete disposal for any further information you may need. 

 

We are not responsible in case of failure to comply with our recommendations. 

 

The information corresponds to our current knowledge on the subject. Since we cannot anticipate all 

variations in actual end-use conditions, we make no warranties and assume no liability in connection 

with any use of this information. These information may be subject to revision as new knowledge/

experience becomes available. 

SACHE C/1401 is compatible with the following materials: 

− stainless steel, AISI 304L, AISI 316 and AISI 316L; 

− elastomers: Viton®, EPDM; 

− plastic materials: PP, PEHD, PVDF. 

Limitation 

As SACHE C/1401 is strongly alkaline, is not compatible with aluminium and light alloys (Zamak). 


